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Duct Hose 

Double Layer 
Aluminium Duct Hose 

PU Duct Hose 

Silicon Duct Hose

Swimming Pool
Hose

Pvc Nylon Coated 
Fabric Hose
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Duct construction

Wall thickness

Inner diameter

Temperature range

Air velocity

Operating pressure

Standard length

PVC Coated Polyester Fabric
with Steel Wire helix 

0.3mm

2"-12"
(51mm- 304mm)

-20° +80°C

30 m/s (max)

3000 pa

10 m

Copper Coated Steel Wire 
PU Duct

0.4mm - 1mm

11/4"-12"
(32mm-304mm)

-40° + 90°C

30 m/s(max)

2000 pa

15m

 Aluminum Pet
 Aluminum Steel Wire

0.03mm-0.035mm

4"-8"
(102mm-203mm)

-70° +150°C

30 m/s (max)

2500 pa

7.5 m,10 m

aluminum

0.05mm-0.15mm

2.5"-12"
(63mm-304mm)

-30° + 300°C

30 m/s (max)

2000 pa

3m

Silicon coated fabric with 
galvanized steel wire

0.4mm

1"-8"
(25mm-203mm)

-70° + 260°C

45 m/s(max)

6000 pa

4 m

SWIMMING POOL HOSE 

Applications:

As vacuum cleaner hose ideally for swimming pool

Working temperature range:

-20℃ to +70℃ (Short time to 80℃)

Features:

◆ Highly flexible and floatable

◆ Smooth interior

◆ Crush proof structure 

◆ Small bending radius

◆ Tearing resistant

◆ High tensile strength

Product Nylon Fabric duct  PU Duct
Double layer

aluminum foil duct
Semi Rigid 

Aluminum duct
High temperature

Silicon Duct 
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